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CONSTRUCTION DETAILS ] A
‘A. Instali 10’ breakaway pedestal pole with countdown pedestrian signal head and APS pushbutton %= \
with pedestrian education sign. (Note: 1-3” 90° polyvinyl chioride (Scheduie 80) bend.) =11
B. Instail countdown pedestrian signal head proposed LED signal head and APS pushbutton 1 B
with pedestrian education sign on existing pedestal pole as shown. ‘ -1
- C. Contractor shall make existing curb depressions 5' wide with detectable warning sur'che (Std no.: MD 655.40) as shown. § |
D. Instali 3“ polyvinyl chloride electrical conduit (Schedule 80) (trenched). (Contractor shall remove and reset existing brick.) ® “
E. Use existing conduit and/or handhole. \
F. Use existing base mounted cabinet and controller. . RT-4(1) \
G. Remove exisﬂng pedestrian signal head -From existing signal structure qnd instal |l proposed LED s!gnol head. \
Install proposed LED signal head as shown. ' ' \
J. Instal!l proposed metered pedestal. \
K. Instal! detectable warning surface (STD no.: MD 655.40) as shown.
L. Install 2” polyvinyl chloride electrical condult (Schedule 80) (+renched).
M. Remove existing pedestrian signal heads from signal structure.

- GEOMETRIC LEGEND
- PROPOSED
EXISTING * — = e e e —-
LEGEND OF UNDERGROLIND _
- "AND_OVERHEAD UTILITIES
" AERIAL CABLE A A
ELECTRIC E £
TELEPHONE T T
GAS ¢ G
SEWER s $
WATER - ® ]
CABLE TV L R

w/s wotdd

REDLINE REVISION 6/6/08
TEDD APPROVAL

NG # one
, & TUAY

W

G—_.

SAS

537

D/W

i

|

|

|

|

|.

&

|

|

|

I

[

Lo
e

@3 | @4 , ALT 04 & 28

@5 : 08 FLASHING
OPERATION

PHASING NOTES:

1.) PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY
2.) PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY
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GENERAL NOTES:

1. All underground utilities shown on these pians are schematic only and
may not be cor;p!e’re. The contractor shall be responsible for notifying
MISS UTILITY" prior to construction so that all utilities may be located

in the fleld. If the contractor perceives that a conflict between the
utilities and the fraffic signal will occur. the contractor shal! notify

the project engineer immediately so that the conflict may be resolved..

2. All Traffic Signal Foundagtions shall be installed at the Final Sidewalk
or -Curb grade for closed sections, Highest Roadway Profile Grade for
open sections, 1o meet clearances as specified in MD 816.03. MD 818.01,
MD 818.02, and MD 818.04 The contractor shall verify ultimate grades
prior to the installation of all signal equipment.

wheelchair from a 60“x 60"
area with a cross slope of less than or equal to 2%

3. All pavement markings detailed are proposed and are +o be Installed in
accordance with SHA standards. All crosswa!ks shal! be centered on
handicap ramps or median cut throughs. -

4. Poles are to bs iocafed 50 that they can be activated by a person in a
level landing areg. A level landing area is an

5. If the location of Accessible Pedestriaon Signal Pushbuttons must be changed
the contractor shall notify the Project Englineer to get approval for new
location to ensure proper requirements of the MUTCD are still met. All work
must be halted until the Project Engineer has obtained an approved location
or If necesary a design waiver is obtained.

, STATE OF MARYLAND
sm DEPARTMENT OF TRANSPORTATION
6. Pushbutton is to be located so that a pedestrian in a vhaelchoir located on STATE HIGHWAY ADMINISTRATION
+he level landing areq. does not have +0 reach more than 18“.

7. The 10' separation between pushbuttons is to be measured from face of
pushbutton to face of pushbutton.

8. The contractor shall remove all unused wiring.
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